
NPP-E05-12

Series ASG

Material

Stainless Steel Speed ControllerStainless Steel Speed Controller

(Seal material: Special FKM)  

(Seal material: Special FKM)  

Applicable tubing material 

·FEP

·PFA

·Nylon

·Soft nylon

·Polyurethane 

·Polyolefin 

Applicable tubing material 

·FEP

·PFA

·Nylon

·Soft nylon

·Polyurethane 

·Polyolefin 

Stainless steel 316 

Stainless steel 316 



Elbow type 

Series ASG

Stainless Steel  

Speed Controller Stainless Steel  

Speed Controller 

Model

Variation

ASG22�F-M5
ASG32�F-01
ASG42�F-02
ASG52�F-03
ASG62�F-04

Port size

Applicable tubing O.D.

Metric size

M5 x 0.8

R1/8

R1/4

R3/8

R1/2
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Applicable
cylinder bore size

(mm)

6, 10, 16, 20

20, 25, 32

20, 25, 32, 40

40, 50, 63

63, 80, 100
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Specifications
Fluid

Proof pressure

Max. operating pressure

Min. operating pressure

Ambient and Operating fluid temperature

Number of needle rotations

Applicable tubing material  

Note 1) In the case of ASG22�F-M5 type    
Note 2) Please pay attention to the maximum operating pressure for soft nylon and polyurethane tubing.
Note 3) It is recommended that an inner sleeve is used when using

unsecured polyurethane tubing.

Air 

1.5 MPa

1 Pa

0.1 MPa

–5 to 60°C (With no freezing) 

10 turns (8 turns Note 1))

FEP, PFA, Nylon, Soft nylon, 
Polyurethane Note 3), Polyolefin 

Flow Rate and Effective Area   

Metric size

Flow rate l /min (ANR) 

Effective area (mm2)  

ASG22�F-M5
ø4, ø6

100

1.5

ø4

180

2.7

ø6, ø8

230

3.5

ø6

390

6

ø8, ø10

460

7

ø8

790

12

ø10, ø12

920

14

ASG32�F-01 ASG42�F-02 ASG52�F-03 ASG62�F-04
ø12

1580

24

Tubing O.D.

flow 
Controlled
(Free flow)

Model 

Note 1) Flow rate values are measured at 0.5 MPa and 20°C.    
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Description
Release bushing 

Guide  
Chuck 
Seal 

Body A 
Handle 

Lock nut 
Needle 
Body B 
O-ring 
O-ring 
O-ring 
Ring 

U-seal  
Seat ring 

Material
Stainless steel 316
Stainless steel 316
Stainless steel 316

Special FKM
Stainless steel 316
Stainless steel 316
Stainless steel 316
Stainless steel 316
Stainless steel 316

Special FKM
Special FKM
Special FKM

Stainless steel 316
FKM

Stainless steel 303
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